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Abstract- A fractional-order (FO) based controller for a grid-connected PV system is presented in this paper. A single phase
two-stage grid-connected photovoltaic generator (PVG) is used to test the performance of the FO controller. The main
objectives of the proposed controller are: (1) To regulate the output voltage of PVG at a point where the maximum power is
drawn. (2) Constant DC-link voltage control. (3) Power factor control (PFC) at the inverter output with low total harmonic
distortion (THD). To solve the first problem, a non-linear control method known as fractional-order back-stepping control
(FOBSC) is used to regulate the output voltage of PVG. A maximum power point tracking (MPPT) technique known as
perturb and observe (P&O) is used to generate a reference voltage which is suitable for tracking the maximum power
generation of PVG. The generated reference is used to regulate the output voltage of PVG using FOBSC. The DC-link voltage
fluctuation issue is tackled using FO based PI controller. The last objective is achieved using FOBSC to obtain maximum
power factor of the grid. Lyapunov candidate function is used to verify the stability of the system. To test the performance of
the proposed controller, it is compared to conventionally known Integer-order (I0) controller. Results have shown a significant
improvement in THD and efficiency of the system. The proposed controller offers 0.94%, 1.43% and 1.86% lower THD in
comparison with IO controller at 100%, 80% and 70% of the power generation capacity of PVG, respectively. The overall
efficiency of the system for 100%, 80%, and 70% of the dynamic powers of the system is noticed to be better in case of FO
controller.

Keywords Photovoltaic generator (PVG); fractional-order (FO), integer-order (I0), back-stepping control (BSC).

Nomenclature MPPT Maximum power point tracking
Indexes .

BSC Back-stepping controller P&O Perturb and observe

FO Fractional-order PVG Photovoltaic generator

FOBSC Fractional-order back-stepping control PF Power factor

FOPI Fractional-order proportional integral RCC Ripple co-relation control

10 Integral-order THD Total harmonic distortion

IOBS Integral-order back-stepping

IV-Curve Current-voltage curve of a photovoltaic  Variables

generator
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[24
1D, Fractional-order operator

! Fractional-order operator’s coefficient
o DC-link capacitor

! Capacitor parallel to PVG

L Boost converter inductor current

K, Integral constant of PI controller

I Proportional constant of PI controller

I Grid inductor
I Boost converter inductor

Alternate switches (1 and 2) of inverter
Alternate switches (3 and 4) of inverter
I ac! Voltage across DC-link capacitor

! Grid voltage

Iy Lyapunov stability candidate functions
Il FOBSC tuning order 1

a ! FOBSC tuning order 2

1. Introduction

In the past few decades, because of the rapid increase in
population and global industrialization, demand for
electricity has grown substantially. Due to abundance of
renewable resources in nature, solar energy is considered as
one of the most promising forms of renewable energy
resources. Solar energy has zero fuel cost and also it is an
environmentally friendly source of energy. Much interest is
being taken in designing an efficient PV system in which it
has fewer grid-connectivity challenges such as grid stability,
generation intermittency, power mismatch and etc. have been
investigated [1, 2, 4,38, 39].

Generally, PVGs have two major flaws. The first and
most important one is the efficiency which has been
calculated as low as 9-16% according to [6]. The other
drawback is non-linearity of current-voltage (IV)
characteristic of PV generation unit. The I'V-characteristic of
PVG changes with irradiance and the ambient temperature of
the cells [7].

Non-linearity of the PVG unit has been one of the major
concerns of researchers while studying the integration of
solar energy. To tackle this problem, a technique called
maximum power point tracking (MPPT) is used to extract
maximum power from the PV source and deliver it to the
load [5]. In this study, the P&O method is used for the
implementation of MPPT and enhancing the converter
efficiency. The efficiency of the implemented P&O

algorithm is about 91.4% at the full irradiance condition and
95.6% at the partial cloudy conditions [5, 9].

For the operation of a PV system, a DC-DC converter is
required to increase the output voltage of the PVG unit
higher than the grid nominal voltage to ensure the uni-
directional power flow from source to the grid. In this regard,
for a grid-tied inverter configuration, a DC-DC boost
converter is required to provide a constant power flow to the
input of inverter [8, 10].

The power balance is essential to be maintained on the
DC-link side. At the time that the power is being fed to the
inverter through the DC-link, the voltage of the DC-link
varies with power transfer. As the power flow-towards the
DC-link increases, accordingly the voltage across it increases
[10, 11, 40]. Thus, the input to the inverter changes with a
change in voltage of DC-link. Therefore, a feedback control
loop is required to keep the voltage across DC-link constant.

With respect to the above-mentioned reasons, an
important consideration for a grid-connected PV inverter is
to regulate the DC-link voltage to a level higher than grid
voltage. Therefore, it is necessary to insert a filter before
feeding the power to the grid in order to reduce the THD
produced due to the high switching frequency of the PV
inverter. As per IEEE standards, the total permissible THD
of a grid-tied inverter should be less than 5% [3].

In [30], the authors claim to have presented a cost-
effective grid-connected PV inverter. The THD at full load is
achieved at 6.7% using an LC filter which is still above the
IEEE THD grid code standard. The author in [22], has
applied a hybrid technique for optimizing switching angles
of the inverter for eliminating selective harmonics. A lot of
work has been done in finding the appropriate mathematical
solutions while the THD is reduced only to 4.61%. In [25], a
control method based on virtual impedance for increasing
output impedance of inverter is used to improve the system
stability, where the THD could be reduced to 4.12%. In [32],
a simplified DQ controller for a PV system has been
presented. Although the chance of ripple attenuation using
LCL filter is higher, the obtained THD was not noticeably
low.

Active and reactive power control strategy has been
implemented for grid-connected PV inverter by the authors
in [24], in which the control system is based on dg-
transformation. In [23], ripple co-relation control (RCC) is
discussed which has a drawback of unstable behaviour
during irradiance variation. An improved control method
called hybrid RCC is proposed which mitigates the drawback
of previous control. In [12], [21-26] and [33-35], the authors
proposed integer order back-stepping control and integer
order integral back-stepping control respectively. In [7], the
author has applied a variable structure control for tuning
power factor along with DC-link voltage control and
maximum power point tracking. In [31], the study presented
an adaptive filtering method for reducing THD by addressing
double line frequency voltage ripples in voltage across dc-
link. In this study, the THD has been reduced, whereas a
quantitative analysis was not presented. In all the
aforementioned papers, the studies were based on power
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quality but lack quantitative analysis. To the best of our
knowledge, the fractional order back-stepping controller for a
two-stage grid-connected PV inverter using L filter has never
been considered. The slow and intense decay nature of
fractional order derivative and integral can be further
exploited to achieve a better power quality in a grid-
connected PV system. A fractional order controller allows
more degree of freedom as compared to an integer order
controller. A simple L filter is preferred over LC and LCL
filter for PV systems due to the following features: (i)
simplicity in design, (ii) low cost and (iii) lack of resonant
effect [29]. Furthermore, the stability proof using Lyapunov
stability theory is presented. A simple L-filter has only one
dynamic equation to be considered for the stability proof in
Lyapunov stability theory, thereby, leads to reduction of
complexity in deriving the essential equations.

In this article, the power quality enhancement has been
given a priority. Reducing the THD and increasing the
efficiency of the system by exploiting the slow and intense
nature of the FO controller is the main contribution of this
work. FO controller has a wider range of stability margins as
well as the release of energy is less and slower as compared
to the integer order system. Based on the previously
discussed literature, fractional order back-stepping controller
for PV inverters has never been discussed. This article
proposes the implementation and derivation of fractional
order back-stepping controller (FOBSC) for tracking the
reference voltage generated by the MPPT and power factor

control for sine wave grid-connected PV inverter. The P&O
algorithm is used to generate a voltage reference which is
traced by FOBS controller. The DC-link voltage is regulated
using a fractional order PI (FOPI) controller. Finally, the
current through L-filter is regulated to the phase of grid
voltage using FOBSC to achieve unity power factor.

The main contributions of the study can be listed as
follows:

A fractional order back-stepping controller (FOBSC)
is derived and implemented for a two-stage grid-
connected PV inverter which uses an L-filter to
enhance THD.

The slow and intense nature of fractional order
controller has been exploited to enhance the power
quality of the PV system.

A comparison between the proposed fractional order
back-stepping controller (FOBSC) to a conventional
integer order controller is presented in terms of power
quality.

This paper is presented in the following manner: In
section 2 mathematical model of the complete system is
given. Derivation of the proposed controller is presented in
section 3. Simulation results and discussions are given in
section 4. Section 5 summarizes the conclusions of all the
work that has presented in this research.
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Fig. 1. Block diagram of the complete system

2. Mathematical Preliminaries and Modelling

The complete circuit diagram along with the controller layout

is given in Fig. 1. The DC-link capacitor, denoted by Cy ,
plays an important role of feeding a constant DC power to
the inverter. For better understanding of the proposed idea,
the system can be divided into two parts. From the left-hand
side to the DC-link capacitor is the DC part which includes

PVG and the boost converter. The second part of the system,
is the

AC part in which a constant DC-link voltage is fed to an
inverter to convert it to AC power. This inverted power
consists of harmonic distortions due to high switching
frequency mechanism of the inverter, therefore a filter is
used to reduce THD and feed this power to the grid.
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2.1 Photovoltaic Module

The PVG used in this system has an IV-Characteristic curve
shown in Fig. 7a and 7b.

C‘ | ph VD Rp

Fig. 2: Electrical Representation of PVG

The current generateddy a PV moduleis presentedn the
following equation:

Lot iy U [ (FEE) [ v iR 1)

N,KTA

Where ! is electroncharge,! is the Boltzmann Constant, T
is the PV module temperature!, is the reverse saturation
currentof the diode A is the diode ideality constant,,,;, is
the light generated current a of PV cell, !, is the shunt
resistanceof PV cell, R, is the seriesresistanceof the PV
cell, N, is the numberof the PV module connectedn series
and!. istheoutputcurrent[28].

2.2 DC-DC BoostConverter

A DC-DC boost converter provides an interface between
PVG and inverter while allowing us to implement different
control strategies including MPPT. A PV inverter requires a
constant DC input voltage to operate at its best. A stable
input voltage with least ripples can promise a better inverter
output [37, 41]. Hence, a boost converter as shown in Fig. 3
is attached between inverter and PVG to keep the input
voltage to the inverter constant. A boost converter consists of
an inductor, dc-link capacitor (output capacitor), a transistor
and a diode [42].

+ L D +
MOSFET
Vm l":— C - VO
Pulse = ™
Fig. 3: Boost Converter
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| " | m\ou !
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'
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Where ! is the duty cycle, !+ is the time for which switch is

turned on, fi is the switching frequency of the boost

converter, L4 is the minimum input inductance of the boost

converter. The output of the PV inverter capacitor of the

boost converter is measured through the following equation:
Ty

!dc

(&)

T AV !

Where ! ; is the power generated by PVG, A! is the voltage
ripple normally kept about 10% of total voltage,! ;. is the
DC-link voltage, w is the grid angular frequency. Any further
required explanation for the classical inverter has been given
in [36].

2.3 Mathematical Background of the FractionalOrder
Operator

In this section, the mathematical preliminaries are introduced
for the non-integer order calculus. Fractional-order operator
is defined as |'D{

I a !
JErata

o ©)

[z e
In the above equation, ! represents fractional operator’s
order, while ! !l I represents the set of real numbers. Three

main definitions of general fractional operators are discussed
below [16]:

Definition 1: The ! "' order Riemann-Liouville fractional
derivative and integration of a function ! 't! with respect to
I is given by:

1 ot 1

! _ ! =
||t|(t)—'—,|(l)—ﬁ|—, amdl’ (7)
t '@

AW 1M —— (t_r;_! ! (8)
In the aforementioned equation, the term ‘! ! is the first
integer larger than !! !, suchas! "11 1 I 1 1 11" "1 s
the interval of integration and !!!! is Euler’s Gamma
function.

Definition 2: The !'' order Caputo fractional derivative

expression of a continuous function is formulated as follows:

Lt O pmmar 1111
Jf G e
S (M )

©

Definition 3: The GL definition of order a 1is stated as

follows:

Il#(%
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In the above equation, the term !"# represents the time step
and I'(.) represents the gamma function. In [15, 17], the
stability of fractional order systems has been discussed in
details. To approximate the fractional orders by classical
integer order transfer function, an oustaloup recursive
approximation algorithm is used. In [18], an oustaloup
recursive approximation algorithm is discussed in detail.

an

2.4 Fractional Order Dynamics and Total Harmonic
Distortion

Advantages of FO controllers have been presented in [19-
21]. This section is dedicated to compare the energy decay
property of the integer order with fractional order systems in
the fractional range of 0<a<1.

From Fig. 4, it is evident that the release of energy in the
case of fractional order systems is less and slower as
compared to the integer order systems.

Im

X
Ve

L
« > <—\_'

Fig. 4: Stability Region of:(a) Integer Order controller on the
left. (b) Fractional Order on the right.
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>
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Decay like t™

(eo. deo)
Fig. 5: Stability region of Integer order and Fractional order
controller considering same sliding surface for both

Remark 1: The slow and less intense decay property of
fractional order systems can be further exploited for a low
value of the total harmonic distortion (THD) of a grid-tied
inverter with an L filter.

2.5 State-Space Representation of PV System

The open-loop system is considered for deriving the state-
space formulation of the PV system. By applying Kirchhoff’s
voltage and current law, the dynamics of the system are
determined. The state-space equations are derived in which
the !'» is the PVG output voltage, !, is inductor current, ! »

is the DC-link voltage and ! ,is the grid current. Via
replacing state-variables !\ !, Vg ,ly by x ! ! g0,
respectively we attain the following equations:

R (12.a)
L UL (=1, (12.b)
Lp 1y L (01 0, — ! (12.c)
L'y =w!, ! (12.d)

3. Controller Design

As mentioned earlier in the introduction, a back-stepping
controller (BSC) is chosen and derived in this section. A
conventional BSC is a recursive nonlinear controller that can
be used to control dynamic entities in a given model of a
system. A FO controller offers more degrees of freedom as
compared to the IO controller. In this regard, the slow and
intense nature of a FO operator is utilized via FOBSC to
reduce oscillations around dynamic entities of the system and
enhance the overall power quality. In this section, a modified
fractional order operator (! ') is introduced into conventional
BSC; which is presented here as FOBSC that has an extra
tuning variable (!) to further intensify the response of
derivative and integral of the system dynamics according to
our desired response. As shown in Fig. 6, the controller is
designed in three different loops. The first loop is designed to
track the reference voltage generated by MPPT and regulate
the output voltage of PVG to the point where it produces the
maximum power. A FOBSC is implemented to achieve a
satisfactory tracking of the reference voltage generated by
MPPT. The second loop is designed to track a constant
voltage reference to keep the voltage of DC-link at the
desired level. A fractional-order PI (FOPI) based controller is
used for this loop. The third loop is based on FOBSC. In this
loop, the output of FOPI is multiplied by grid voltage to
generate a sinusoidal reference in phase to the grid. FOBSC
is introduced to track this reference and keep the power
factor close to unity. Introducing the fractional-order
parameter to back-stepping and the PI controller further
reduces the THD as compared to conventional methods used
till now.

Il#&
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3.1.Fractional-Order PVG Voltage Control

The objective of the first loop is to track the reference
voltage (!, ') generated by MPPT and regulate the output of
PVG (!, ! W) close to it. The FOBSC is implemented to
track the generated reference. Initially, an error is introduced
as:

TR Y (13)
where !, ' is the reference voltage generated by P&O based
MPPT. Through the derivative of e, and using !!" !l'l, we
obtain:

O I T N I R AP B (14)

The following Lyapunov stability candidate function is
considered to prove stability:

N (15)

Its derivative is given by !, ! 1,17, Choosing !} ! 11,1,
clearly makes the term Iy 111, 1," negative definite, as
the square will keep the error positive while the negative sign
keeps the overall result negative until the term ¢, is positive.
Therefore, the system is globally asymptotically stable. Since
at this stage, there is no control input therefore, dynamic (that
exists in Eq. 14 i.e.) !, can be chosen as a virtual control
input. Using I} | —¢ !, yields:

PoAi I PO I T B I (16)

The new virtual control variable !,' is not a real control
input, therefore, we require another error. In this error, a
new operator has been introduced i.e. ! ' which converts the

equation to fractional-order. In the above-mentioned
operator, ! ' Il is further tuned to improve the response of
the system.

"}«1+¢ Loop 1
1

L

PV Array

l.‘l‘ = I JE_.\U mE—
.ﬁ. \ _»J o —— | v H(,@

el L
HEEE T
M M4
/ MOSFET / -
HEEE. 1 5

L o
« "‘ Loop 2
"l [ m Loop 3

M1, M2, M3 & M4

Fig. 6: Block diagram of the system with the considered
loops

1,1 L, DIl 11 (17)
The new ! and ! ! yields as:

o=, (18)

Lo

* ] 1
! "‘1'1"“e|||”|

By time derivative of e, and using !!" Il'l we obtain the
following equation:
N IR G U P N B (20)

For the stability purposes, the Lyapunov candidate function

(V, ! 11t 11 has been chosen. By time derivative of
,lthe equation becomes:
1
A Q1)
11t
Choosing ! !,1, | ——L1 I, the above equation becomes

negative definite for all positive values of c,.
Lo 2—le! (22)

Finally, to enforce errors !, and e, to zero, we simplify the
equation to find the control signal as:

LoD S g DT 2 (23)

3.2.Fractional-Order PFC

The same procedure is followed in deriving FOBSC design

for power factor control. Since there is only one dynamic at

near grid!, , therefore only one loop is required to control
the gridcurrent. The current reference chosen in this case is
the multiple of a tuned constant () (which is the output of
DC-link voltage control) and grid voltage which makes a
sinusoidal signall,' ! 1 =],

The current error is chosen as:

R PN (29
Time-derivative of e, and putting equatio@" !!'! in !, we
obtain:

a1 D¥Muyxg =V 11y x,'! (25)

Similarly, to find stability a Lyapunov candidate function has
been introduced ag; ! !.5le;2. Using the time derivative
yielddV, = e;€,. Choosing!, ! —c, !, makes it negative
definite.

! (26)

To separate the signal of the controller the following
equation has been derived:

! —1
u2=‘_!!|+' | .C!! '|'

(27)

3.3. Fractional Order DC-link Voltage Control

One of the main challenges of PVG based inverter is the
voltage across the DC-link capacitor. The power delivered by
the PVG is fed to the D@Gnk capacitor while inverter draws
the same power from it, whilat the same time a number of
fluctuations are experierd by this element. At the time the
PVG generate power, the capacitor voltage rises dumnto

Il#l
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increasein input power. Similarly, when inverter draws 203V with least oscillations between maximum charging and
power from it, consequently voltage decreases across tlikéscharging points of PV output capacitor.

DC-link capacitor. Due to significantincreasing and

decreasing phenomena of Bi6k voltage, the output of the As voltage and current both have been improved, the power
inverter is distorted thereby the grid power quality will beoutput in Fig. 9 is also enhanced not only in terms of
reduced. To tackle this issue, a control loop is required t@scillations but also in capacity. The power output via FO
keep the Ddink voltage constant. A D@ink voltage level —controller 5 above 1490.5W which is close the ideal
should be ggater tharthe grid voltage as explained in [14]. A capacity of PVG i.e. 1492W while in 10 controller the power
Fractional proportiona]-integra] (PI) based controller is capacity is seen to be oscillating around 1487W. Effect of FO
applied to regulate the voltage across DC-link. The output of controller is observed in P&O output reference voltage in

the Pl regulator acts as a current referdfice which is  Fig. 8. Similarly, in case 2 an8, the reference generation in
further multlphed by grld Voltage to generate a sinusoidal terms of FO COntrOller COmpared to 10 is muCh closer to the

current reference. I-V curve. FO controller offersa reduction in peaky
oscillations thereby the average power is also increased. Ir
L1, 1 1, D™ iy, 2 !3!!! (28 all the three cases, the FO controller has showamstl

oscillations in power while a higher average power

Lo . L . . generation capacity (considering the graph of FO controller

Where! p!S the proportlonal gaift, is the integral ga and is slightly abovethe 10 controller graph). Additionally, the

the DC-link voltage is squared to make the response of thg ic behavior of th . 2 and 3 is far b
lator faster yparmc ehavior of the system In case Z an 1s far ett'er

regu ' using FO controller as observed iRig. 9. The lowest peak in

case2 and 3 is approximately appeared 5158V at 0.5 sec

and 975W at 0.8 sec for 10 controller, where in case of FO

4. Results and Discussions controller it occurs at169W at0.5sec and 985 W at0.8 sec.

To verify the practicality of the proposed controller, a PVG Table 1: Specifications of theomplete system

having the maximum capacity of 1492W is tested in

MATLAB/SIMULINK. The system spedications are given No. Parameters Values
in Table 1. The 10 con'groller is implemented according to 1 Module Type: Soltech 1STH-215-P 1
[12]. The whole system is tested for FO controller as well as 9 Parallel strings 1
IO controller. To check the system performance three-case 3 Series panels 7
scenarios are studied. In the first case, the -Btepsare 4 PV Open-circuit voltage, Ve 364V
considered froth to ! ! secondsSteadystateperformance 5 PV Short-circuit current, L 784V
is evaluated by using ideal input parameters for PVG as 6 PV maximum power point voltage, Vi, 29V
" 1 11! |rradiance and" !l! Temperature. As it can be 7 PV single panel maximum output power 215 W
. . . 8 PV total output power capability 1492 W
seen f_rom Fig. 7a and 7bthe power .output _of PVG in this 9 PV output capacitor, Cpy 0.2 mF
case is almogt"# !!"#$ ! | which is considered to be an 10 Boost converter Inductor, Lq 100 mH
ideal condition. In the second test case, the -Steps are 11 DC-link capacitor, Cqc 5 mF
considered to vary from 0.5 to !.!!seconds. The system is 12 BSC controller constant, c1 500,000
evaluated for!"# of PVG capacity which is equal to 13 BSC controller constant, cz 500
1202W. The irradiance and temperature ispuare 14 PWM boost converter, S 100 KHz
" 1 11" and 30 , respectively. In the third case, the 1; F(?BSC tuning order, az 0.6
. . . . rid filter inductor, Lg 9 mH
capacity of PVG is kept at# ‘ of the rated power which is 17 BSC controller constant, ¢4 500,000
equal to!"#" 150 1™ I 11! irradiance and !" | are 18 PWM inverter, S, 10 KHz
chosen in this case where the tisteps varies from 0.8 to 19 FOPI tuning order, 0.95
1second. 20 FOBSC tuning order, a; 0.875

In Fig. 8 to 11, the study has investigated the DC side
performance of the system. Bigs10and 11 showthe boost
inductor current and PV output capacitor voltage. In case 1,
the responseof the system has been tested dn ideal
weather condition The steady state responskearly show
that the FOcontroller has outperformed the 10 controller.
The current in FO controlleresides around ! 'l with
smaller oscillations between the highest and the lowest peak.
This shows that the charging and discharging phenomena of
boost inductor has been improvethis effect has clearly
reduced thewidth of the ripple. The advantage of slow and
intensenature ofthe FO controller has also been seenthie
output voltage of PV in Fig. 11. It is evident from the PVG

[V -curve that maximum output poweris drawn at!!" !
output The voltage in Fig. 1L in FO controller is almost

! "(#
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Fig. 9: Maximum Output Power of PVG
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representing; grid current, real power, reactive power and
power factor of grid respectively. Fid2 shows the grid
current in terms of FO and |Cbeing compared to the
reference curm@ generation of the grid. As discussed earlier,

Fig. 7b: Effect oftemperature osolar PV output

P&O Reference Voltage Comparison

210 the slow and intense nature tife FO controller offers a
10 more fluctuatiorfree real power of 1405 W and reactive
2051 —¥0| | power of-54 VAR in case 1 ofig. 13 and 14. The output

power of the PV in terms of FO wa®dind to be 1490.5 W.
The power losses in this case for boost converter and inverte
areabout 5.736%. In case 2, the real and reactive power is
around 1093W and42.5VAR. Real and reactive powers in
‘ ‘ ‘ ‘ case 3 are observed to be 925W éB8VAR. In all the thee
0 04 06 08 | cases, the real powers ofic IC_) controller are 1399W,
. 1088W and 921W while reactive powers af8VAR, -

, Time (5) 41.5VAR and-34VAR, respectively. The steady state power
Fig. 8: P&O Reference Voltage Vrer losses inthe 10 controller is approximately 5.917%. Due to
less intense nature of FO cmiter, reduction of oscillation
occurs, thereforethe power factor in Fig. 5 is also
withessed to be increased. During case 1, the power factor it
nearly 0.9985 for FO controller and 0.998 for 1O controller.
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In case 2 and 3, the PF in IO controller is significantly lower
i.e. 0.9973 while FO controller still offers a higher PF of
0.9984

Grid Current Comparison
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Fig. 12: Comparison of the grid current
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Fig. 15: Power Factor Comparison

Table II: Specifications of the complete system

Cases FO Controller IO Controller
Case 1 4.05% 5%

Case 2 4.19% 5.62%
Case 3 4.56% 6.42%

System efficiency is given in Fig.61As the FO controller
offers smooth response in terms of oscillation thereby
reducing the power &ses compared tthe IO controller.
Therefore, the overall effect is felt dhe efficiency of the
overall system.
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Fig. 16: System Efficiency
5. Conclusion

A non-Linear FOBSCsystem is developed in this study. The
functionality of the proposed system isested in
MATLAB/SIMULINK. The findings of this study can be
precisely presented as follows:

e The results have verified that the slow and intense
nature ofthe FO controller can be used to enhance the
powetrquality of the system.

e The output power of the R¥in case of FO controller
containslessoscillations than 10 controller, hence the
reduction of power losses is observed, which
consequently improves the power generation capacity
of the PVG.

* Results have showthatthe FO controller develops
voltages and currents with reduced oscillations in
waves across the systems dynamics such as PV
capacitor, boosandgrid inductor.

e It is well observed in the given results that sine wave
of FOBS controller is superior ovéne 10 controller.
In the conventional mehod, the 10 controller THD is
calculated as 4.99% in case 1 while in the proposed

The comparison of all the obtained THDs is presented in
Table 2. According to the results, the FO controller has
achieved considerably lower THDs in comparison |@
controller. FO controller offers THD of 4.04%, 4.19% and
4.56% for three studied cases wndor the same cases 10
offers 4.99%, 5.62%and6.42% respectively.

method has reduced the THD to 4.05%. According to
IEEE standards, THD should be less than 5%. In two
other cases, the THD of 10 controller crosses the
IEEE limit while the poposed controller still
maintains |IEEE standard

the

The proposed controller also outperforms

"0)
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conventional controller in terms of power loss. A total
of 5.736% of system power losses are calculated
under FO controller while in
experiences about 5.917%osses.

«  The power factor of the inverter is very close to unity/*PPlications

in both controllers whereathe proposedcontroller
offers a higher power factor compared tioe 10
controller. During the steady state conditidhe FO

controller offers the PFraund 0.9985 while in 10 is

slightly low i.e. 0.998. Duringeductionin available

IO the system
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